
With threaded vertical port inlet and female outlet. The vent/test 
connection is positioned on the front side. The venting bonnet is 
positioned on the right hand side and the isolating bonnet on left 
hand side.

Product

2VT            

Process side

1/2" NPT male              

Instrument side

1/2" NPT female 

Vent/Test

1/4" NPT female           

Top View

ISOLATE

VENT

½’’ NPTF
Instrument
connection

P
T

ISOLATE

VENT

INSTRUMENT

PROCESS

115

Back View

½’’ NPTM
Process
connection

1/4’’ NPT plugged vent

32

Front View

Baumer
2VT
Two Valve Manifolds
Remote mount (Pipe to Pipe)

Standard Connection

Page 1 / 2

3
1
- 

0
8
 -

1
2
  

  
  
  
D

e
si

g
n
 a

n
d
 s

p
e
ci

fic
a
tio

n
s 

su
b
je

ct
 t
o
 c

h
a
n
g
e
 w

ith
o
u
t 
n
o
tic

e
  
 

www.baumer.com

Specifications - Standard Version

Body : SS 316

Stem : SS 316

Valve assembly : SS 316

'T' bar handle : SS 304

Maximum working pressure : 6000 PSI 

Maximum working temperature : 240°C

Packing : PTFE 

Type of stem : Type CT; Stem with conical metal tip

Drain port : 1/4” NPT [F]; provided with SS 316 plug

GOST - R 

GOST CE

Notes : • Drawings are not to scale.   •  All Dimensions are in mm.

STANDARD DRAWING

SPECIFICATIONS

With threaded inlet and outlets, 2 Valve Manifolds have been the indus-
try choice for ‘Isolation and bleed’ for various kinds of Pressure Gauges 
and Transmitters.

We manufacturer manifolds in different sizes with connections of 1/4”, 
1/2” and 1”. Available materials of construction are SS316L, Hastelloy 
and Monel

* Other Connections and Sizes are available

Process side
1/2” NPT male

Instrument side
1/2” NPT female

Vent/Test
1/4” NPT female

Wetted Parts : SS316L, Monel, Hastelloy
Maximum working pressure : 6000 PSI
Maximum working temperature : 240°C
Packing : PTFE
Drain port : 1/4” NPT [F]; provided with SS 316 plug

Two Valve Manifolds
Model MV2
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